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(57) ABSTRACT

A dimming circuit is disclosed herein. The dimming circuit
includes a control voltage receiving module and a driving
module. The control voltage receiving module is configured
to output a reference voltage according to a control voltage.
The driving module is electrically connected to the control
voltage receiving module, in which the driving module
includes a driving transistor, a first transistor and a feedback
circuit. The driving transistor is configured to provide a
driving current to drive a lighting module. The first transistor
is configured to control the driving transistor with feedback
according to the reference voltage. The feedback circuit is
electrically connected between the driving transistor and the
first transistor and configured to determine the operating
state of the first transistor according to the driving current.

21 Claims, 6 Drawing Sheets

v
p ACH s
Voltage module 100k
reguiator — 150
module 130
R6Z )" g
R61
rectifying
oy {T~108
104
AQIZ:L
vd o—r:Q3 -4
< AN
g 106
15



US 9,474,115 B2

Sheet 1 of 6

Oct. 18, 2016

U.S. Patent

1D

o1 ~_ Y
90T~ mmw -3

BA 15 €0
801 +
o |l |o "™
|

ol T o

™ oz gel
smpow
BurA]
TAJuoar A T

1Y owwnp [y
QOH_ L/ 1A A
€] 4 mmAM W AM o4
I
05T QA TET ampom
Ao Ioen3a1
SunySi * ageop
BA A




US 9,474,115 B2

Sheet 2 of 6

Oct. 18, 2016

U.S. Patent

011 ~ ST~
901~ :mw EW g
3A >
T S H> m UI.
NaA g PA

0 0
—\1
| §el
o1~ T+ !

I~ 1A 7N ¥ omwe
“ BuLkyroar
| frai

199 7% | sowu
QN,VH_ v\ A p A
> >
[z zo
e[ »/“_.
A O0TT smpow
05T Iojeinger
qoot a[npour 3BeIOA,
Funy3) -
s = oA




US 9,474,115 B2

Sheet 3 of 6

Oct. 18, 2016

U.S. Patent

¢ DI
90T ~~
YOI~
801 —_ I
0T =T
o[npow
Sunysy

05T smpow
Jojeqnsar
LR

14
a[npow
Fmkgnoar

A

Jownp

WA

4!



US 9,474,115 B2

Sheet 4 of 6

Oct. 18, 2016

U.S. Patent

¥ "DIH
901 —~
01— (VA
801 —_ || (14
n ajnpotn
SuAjar
|
1A | Towp WA
POoT T o1
oqnpow 164 64
Bunysy [ " oA



US 9,474,115 B2

Sheet 5 of 6

Oct. 18, 2016

U.S. Patent

801+ 1a

“““““““““

s[npour

Sunyzy

anpow
SmAmoar

A

4

JOUTTP

WA



U.S. Patent Oct. 18, 2016 Sheet 6 of 6 US 9,474,115 B2

VoA

Vi

FIG. 6



US 9,474,115 B2

1
DIMMING CIRCUIT

RELATED APPLICATIONS

This application claims priority to Taiwanese Patent
Application Serial Number 104108630, filed Mar. 18, 2015,
the content of which is herein incorporated by reference.

BACKGROUND

1. Technical Field

The present disclosure is related to a dimming circuit.
More particularly, the present disclosure is related to a
dimming circuit for a light emitting diode.

2. Description of Related Art

In recent times, due to the advantages of the light emitting
diode such as high efficiency, and ability of energy saving,
light emitting diodes have replaced traditional lighting
sources in many applications and have become an important
area of research.

The dimming circuit of a light emitting diode nowadays
uses an operational amplifier during the dimming process.
Please refer to FIG. 6, which is the characteristic curve of an
output voltage Vo versus an input voltage Vi of an opera-
tional amplifier. As shown in FIG. 6, when the input voltage
Vi is lower than a threshold voltage VT1 or higher than a
threshold voltage VT2, the output voltage Vo is equal to the
saturated voltage —Vsat or the saturated voltage Vsat,
respectively. In other words, the operational amplifier is in
the linear working region only when the input voltage Vi is
within the range between the threshold voltage VT1 and the
threshold voltage VT2, and it is in the non-linear working
region either when the input voltage Vi is too high or too
low. When the operational amplifier operates in the non-
linear working region, the dimming circuit is not capable of
properly control the light emitting diode, resulting in prob-
lems such as light source flickering and control failure.

Accordingly, ways in which to improve the structure of
the existing dimming circuit are important research issues
and urgent objects in the relevant field.

SUMMARY

To solve the above-mentioned problem, an aspect of the
present disclosure is a dimming circuit. The dimming circuit
includes a control voltage receiving module and a driving
module. The control voltage receiving module is configured
to output a reference voltage according to a control voltage.
The driving module is electrically connected to the control
voltage receiving module, in which the driving module
includes a driving transistor, a first transistor, and a feedback
circuit. The driving transistor is configured to provide a
driving current to drive a lighting module. The first transistor
is configured to control the driving transistor according to
the reference voltage. The feedback circuit is electrically
connected between the driving transistor and the first tran-
sistor, and is configured to determine an operating state of
the first transistor according to the driving current.

In an embodiment of the present disclosure, a first termi-
nal of the driving transistor is electrically connected to the
lighting module, and a second terminal of the driving
transistor is electrically connected to the feedback circuit. A
first terminal of the first transistor is electrically connected
to a control terminal of the driving transistor; a second
terminal of the first transistor is electrically connected to the
control voltage receiving module; and a control terminal of
the first transistor is electrically connected to the feedback
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circuit. The feedback circuit determines the operating state
of the first transistor according to an electric level of the
control terminal of the first transistor, which is controlled by
the driving current.

In an embodiment of the present disclosure, the feedback
circuit includes a first diode unit, in which a first terminal of
the first diode unit is electrically connected to the driving
transistor.

In an embodiment of the present disclosure, the feedback
circuit further includes a first resistor and a second resistor.
A first terminal of the first resistor is electrically connected
to the second terminal of the driving transistor, and a second
terminal of the first resistor is electrically connected to the
control terminal of the first transistor. A first terminal of the
second resistor is electrically connected to the second ter-
minal of the first resistor. The first terminal of the first diode
unit is electrically connected to the first terminal of the first
resistor, and a second terminal of the first diode unit is
electrically connected to a second terminal of the second
resistor.

In an embodiment of the present disclosure, the driving
module further includes a load circuit, in which the load
circuit is electrically connected to the feedback circuit and is
configured to determine a minimum value of the driving
current.

In an embodiment of the present disclosure, the load
circuit includes a third resistor, in which a first terminal of
the third resistor is electrically connected to the second
terminal of the second resistor, and a second terminal of the
third resistor is electrically connected to a ground terminal.

In an embodiment of the present disclosure, the driving
module further includes a fourth resistor and a fifth resistor.
A first terminal of the fourth resistor is electrically connected
to the second terminal of the first transistor, and a second
terminal of the fourth resistor is electrically connected to the
ground terminal. A second terminal of the fifth resistor is
electrically connected to the control terminal of the driving
transistor.

In an embodiment of the present disclosure, the control
voltage receiving module includes a second transistor and a
third transistor. The second transistor is configured to pro-
vide the reference voltage. The third transistor is configured
to determine an electric level at a control terminal of the
second transistor, in which a first terminal of the third
transistor is electrically connected to a control terminal of
the second transistor, and a second terminal of the third
transistor is electrically connected to the ground terminal.

In an embodiment of the present disclosure, the control
voltage receiving module further includes a sixth resistor, in
which a second terminal of the sixth resistor is electrically
connected to the first terminal of the third transistor.

In an embodiment of the present disclosure, a control
terminal of the third transistor is configured to receive the
control voltage, and a second terminal of the second tran-
sistor is configured to provide the reference voltage.

In an embodiment of the present disclosure, the control
voltage receiving module further includes a slope control
circuit configured to control the third transistor, so as to
adjust a slope of a characteristic curve of the driving current
versus the control voltage.

In an embodiment of the present disclosure, the slope
control circuit includes a voltage divider circuit configured
to control an electric level at the control terminal of the third
transistor.

In an embodiment of the present disclosure, the voltage
divider circuit includes a seventh resistor and a eighth
resistor. A first terminal of the seventh resistor is configured
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to receive the control voltage, and a second terminal of the
seventh resistor is electrically connected to the control
terminal of the third transistor. A first terminal of the eighth
resistor is electrically connected to the second terminal of
the seventh resistor, and a second terminal of the eighth
resistor is electrically connected to the ground terminal.

In an embodiment of the present disclosure, the control
voltage receiving module further includes a voltage clamp-
ing circuit. The voltage clamping circuit is electrically
connected to the voltage divider circuit, and is configured to
output a clamping voltage to the voltage divider circuit
according to the control voltage, so that the voltage divider
circuit controls the electric level at the control terminal of
the third transistor according to the clamping voltage.

In an embodiment of the present disclosure, the voltage
clamping circuit includes a first voltage regulation unit and
a fifth transistor. The first voltage regulation unit is config-
ured to provide the clamping voltage. A first terminal of the
fifth transistor is electrically connected to a first terminal of
the first voltage regulation unit, and a control terminal of the
fifth transistor is configured to receive the control voltage.

In an embodiment of the present disclosure, the voltage
clamping circuit includes a tenth resistor, in which a second
terminal of the tenth resistor is electrically connected to the
first terminal of the first voltage regulation unit.

In an embodiment of the present disclosure, the dimming
circuit further includes a voltage regulator module. The
voltage adjusting module is electrically connected to the
control voltage receiving module and the driving module,
and is configured to output a second dimming rectified
voltage to the control voltage receiving module and the
driving module according to a first dimming rectified volt-
age.

In an embodiment of the present disclosure, the voltage
adjusting module includes a ninth resistor and a second
voltage regulation unit. A first terminal of the ninth resistor
is configured to receive the first dimming rectified voltage,
and a first terminal of the second voltage regulation unit is
electrically connected to a second terminal of the ninth
resistor.

In an embodiment of the present disclosure, the voltage
adjusting module is further configured to output the second
dimming rectified voltage according to the first dimming
rectified voltage and a transistor voltage, and the voltage
adjusting module further includes a fourth transistor. A first
terminal of the fourth transistor is electrically connected to
the first terminal of the second voltage regulation unit and
the second terminal of the ninth resistor. A control terminal
of the fourth transistor is configured to receive the transistor
voltage. A second terminal of the fourth transistor is elec-
trically connected to the control voltage receiving module
and the driving module.

In an embodiment of the present disclosure, the voltage
adjusting module further includes a second diode. The
second diode is electrically connected between the ninth
resistor and the second voltage regulation unit.

In an embodiment of the present disclosure, the dimming
circuit further includes a dimmer and a rectifying module.
The dimmer is configured receive an AC voltage and output
a dimming signal. The rectifying module is electrically
connected to the dimmer and the voltage regulator module,
and is configured to output the first dimming rectified
voltage according to the dimming signal.

Accordingly, in the present disclosure, the operating state
of the first transistor is determined by the feedback circuit
according to the driving current, thereby achieving a linear
dimming for a light emitting diode. The technical solutions
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of the disclosure, as compared to the prior art, have obvious
advantages and achieve beneficial effects. By the above-
mentioned technical solutions, significant technical progress
can be achieved, which can be extensively used industrially.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings are included to provide a
further understanding of the invention, and are incorporated
in and constitute a part of this specification. The drawings
illustrate embodiments of the invention and, together with
the description, serve to explain the principles of the inven-
tion. In the drawings,

FIG. 1 is a schematic diagram of a dimming circuit
according to an embodiment of the present disclosure;

FIG. 2 is a schematic diagram of a dimming circuit
according to an embodiment of the present disclosure;

FIG. 3 is a schematic diagram of a dimming circuit
according to an embodiment of the present disclosure;

FIG. 4 is a schematic diagram of a dimming circuit
according to an embodiment of the present disclosure;

FIG. 5 is a schematic diagram of a dimming circuit
according to an embodiment of the present disclosure; and

FIG. 6 is a characteristic curve of output voltage versus
input voltage of an operational amplifier.

DETAILED DESCRIPTION

Several aspects of the present disclosure can be better
understood by the following detailed description with ref-
erence to the embodiments and the accompanying figures.
However, the provided embodiments are not intended to
limit the scope of the present disclosure, and the description
of the operation is not intended to limit the processing order.
Any equivalent device created by any combination of ele-
ments is within the scope of the present disclosure. Further,
in accordance with the industrial standards and practices, the
figures are of assistance in explaining and not drawn to
scale. Dimensions of various features may be arbitrarily
increased or decreased for the ease of description. Through
out the description, the same element is labeled with same
reference numeral for better understanding.

Unless specifically indicated, terms used through out the
specification and claims each have their ordinary meaning as
used in this field, in the content of this disclosure, or in
special context. Some terms used in the present disclosure
would be individually discussed hereinafter, providing fur-
ther guidance toward the present disclosure for persons
having ordinary skills in the art.

Further, as used herein, terms such as “include”, “com-
prise”, “have”, “contain” all have open-ended meanings, i.e.
meaning “include . . . but not limited thereto”. Further, as
used herein, “and/or” includes any and all combination of
the listed items.

As used herein, “connected” or “coupled” means “elec-
trically connected” or “electrically coupled”. “Connected”
or “coupled” can also be used to describe the cooperation or
interaction between two or more elements. Further, although
“first” and “second” are used herein to describe certain
elements, these terms are used merely for distinguishing
elements or processes that are named by the same terminol-
ogy. Unless specifically indicated in the context, these terms
are not used for indicating or implying the order or priority,
and are not used for limiting the scope of the present
disclosure.

Please refer to FIG. 1. FIG. 1 is a schematic diagram of
a dimming circuit 100a according to an embodiment of the
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present disclosure. In the present embodiment, the dimming
circuit 100¢ includes a dimmer 127, a rectifying module
120, a voltage adjusting module 130, a control voltage
receiving module 115 and a driving module 110.

Structurally, the dimmer 127 is electrically connected to
a power source 125. The rectifying module 120 is electri-
cally connected to the dimmer 127 and the voltage adjusting
module 130. The voltage adjusting module 130 is electri-
cally connected to the control voltage receiving module 115,
the driving module 110 and a lighting module 150. The
control voltage receiving module 115 is electrically con-
nected to the driving module 110. The driving module 110
is electrically connected to the lighting module 150.

In the present embodiment, the dimmer 127 is configured
to receive an AC voltage Vin from the power source 125 and
to correspondingly output a dimming signal Vt. Specifically,
the dimmer 127 may be a phase-chopping dimmer, which
may be realized by a switching device such as a triode for
alternating current (TRIAC). The phase-chopping dimmer
chops a part of the AC voltage Vin through delayed trigger
and correspondingly outputs the dimming signal V1.

The rectifying module 120 is configured to rectify the
dimming signal Vt, so as to correspondingly output a
dimming rectified voltage Vc. The voltage adjusting module
130 is configured to adjust the dimming rectified voltage Vc
to a proper voltage level, so as to output a dimming rectified
voltage Vb to the control voltage receiving module 115 and
the driving module 110. Further, the voltage adjusting mod-
ule 130 is configured to output a driving voltage Va to the
lighting module 150.

The lighting module 150 may include a driving circuit and
a light emitting diode (LED), in which the driving circuit is
configured to drive the light emitting diode so as to illumi-
nate. The brightness of the light emitting diode depends on
the driving voltage Va and the driving current la provided to
the lighting module 150.

It is noted that, in some embodiments, a DC voltage from
a power supply may be provided as the dimming rectified
voltage Vb to the control voltage receiving module 115 and
the driving module 110 in the dimming circuit 100a. The
present disclosure is not limited to the embodiment shown in
FIG. 1.

In the present embodiment, the control voltage receiving
module 115 is configured to output a corresponding refer-
ence voltage Vr according to the control voltage Vd. The
driving module 110 adjusts the value of the driving current
Ia passing through the lighting module 150 according to the
reference voltage Vr and the dimming rectified voltage Vb,
so as to control the brightness of the lighting module 150.
For example, the control voltage Vd may be a DC voltage
signal ranging between about O to 10 Volts, about 0 to 12
Volts, or a DC voltage signal of other value.

As a result, the dimming circuit 100¢ may dim the
lighting module 150 according to the control voltage Vd.
The particular circuit structure and detailed operation mode
of the control voltage receiving module 115 and the driving
module 110 will be described in detail in the following
paragraphs.

First, the driving module 110 includes a driving transistor
QD, a first transistor Q1, a feedback circuit 104, a load
circuit 106, a resistor R4, and a resistor R5. As shown in
FIG. 1, the driving transistor QD may be realized by a
metal-oxide-semiconductor field-effect transistor (MOS-
FET) and the first transistor Q1 may be realized by a bipolar
junction transistor (BJT). However, the present disclosure is
not limited thereto. Persons having ordinary skills in the art
may freely choose among a MOSFET, a BIT, or an insulated
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6

gate bipolar transistor (IGBT), a high electron mobility
transistor (HEMT), a heterojunction bipolar transistor
(HBT), or other proper semiconductor devices, all of which
are possible embodiments of the present disclosure.

In the present embodiment, the driving transistor QD is
configured to provide a driving current Ia to drive the
lighting module 150. The first terminal (e.g. drain terminal)
of the driving transistor QD is electrically connected to the
lighting module 150, and the second terminal (e.g. source
terminal) of the driving transistor QD is electrically con-
nected to the feedback circuit 104.

The first terminal (e.g. collector terminal) of the first
transistor Q1 is electrically connected to a control terminal
(e.g. gate terminal) of the driving transistor QD. The second
terminal (e.g. emitter terminal) of the first transistor Q1 is
electrically connected to the control voltage receiving mod-
ule 115 to receive the reference voltage Vr. The control
terminal (e.g. base terminal) of the first transistor Q1 is
electrically connected to the feedback circuit 104. Further,
the feedback circuit 104 is electrically connected to the load
circuit 106.

The first terminal of the resistor R4 is electrically con-
nected to the second terminal of the first transistor Q1, and
the second terminal of the resistor R4 is electrically con-
nected to the ground terminal. The first terminal of the
resistor R5 is configured to receive the dimming rectified
voltage Vb, and the second terminal of the resistor R5 is
electrically connected to the control terminal of the driving
transistor QD.

Because the feedback circuit 104 is electrically connected
between the driving transistor QD and the first transistor Q1,
the feedback circuit 104 may control the voltage at the
control terminal (i.e. base terminal voltage) of the first
transistor Q1 according to the driving current Ia flowing into
the feedback circuit 104, so as to determine the operating
state of the first transistor Q1. In the present embodiment,
the feedback circuit 104 includes a diode unit 108, in which
the diode unit 108 includes a diode D1.

In other words, the first transistor Q1 determines the
collector current of the first transistor Q1 according to the
value of the control terminal voltage and the reference
voltage Vr. As a result, with the cooperation of the dimming
rectified voltage Vb and the resistor RS, the first transistor
Q1 may control the control terminal voltage of the driving
transistor QD in feedback according to the reference voltage
Vr, and in turn, adjusts the operating state of the driving
transistor QD in feedback.

Therefore, as long as the initial voltage at control terminal
(e.g. base terminal) of the first transistor Q1 is greater than
the threshold voltage of the first transistor Q1, the driving
module 110, with the cooperation of the driving transistor
QD, the first transistor Q1, and the feedback circuit 104, may
make the feedback voltage Vg (i.e. cathode terminal voltage
of the diode D1) follow the reference voltage Vr.

The first terminal of the load circuit 106 is configured to
receive the feedback voltage Vg, and the second terminal of
the load circuit 106 is electrically connected to the ground
terminal. As a result, the load circuit 106 may generate the
driving current la according to the feedback voltage Vg.

Specifically, the load circuit 106 includes a resistor R3. In
practice, the resistor R3 may be configured to determine the
minimum value of the driving current Ia. The greater the
resistance of the resistor R3 is, the smaller the driving
current la is, provided that the feedback voltage Vg is kept
constant. As a result, the upper limit of the current flowing
through the lighting module 150 may be determined by
selecting a proper resistance value for the resistor R3,
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thereby achieving the effect of limiting the maximum power
of' the lighting module 150 and avoiding the lighting module
150 from damaging due to overflow.

In the present embodiment, the reference voltage Vr is
generated by the control voltage receiving module 115
according to the control voltage Vd and is outputted to the
driving module 110. Specifically, the control voltage receiv-
ing module 115 includes a second transistor Q2, a third
transistor 3, a resistor R6, and a resistor R61. As shown in
FIG. 1, the second transistor Q2 and the third transistor Q3
may be realized by a bipolar junction transistor (BJT), but
the present disclosure is not limited thereto. Persons having
ordinary skills in the art may freely choose among a MOS-
FET, a BJT, or an insulated gate bipolar transistor (IGBT),
a high electron mobility transistor (HEMT), a heterojunction
bipolar transistor (HBT), or other proper semiconductor
devices, all of which are possible embodiments of the
present disclosure.

As shown in FIG. 1, the first terminal of the resistor R6
is configured to receive the dimming rectified voltage Vb.
The second terminal of the resistor R6 is electrically con-
nected to the first terminal (e.g. emitter terminal) of the third
transistor Q3. Similarly, the first terminal of the resistor R61
is configured to receive the dimming rectified voltage Vb.

The first terminal (e.g. collector terminal) of the second
transistor Q2 is electrically connected to the second terminal
of the resistor R61. The second terminal of the second
transistor Q2 is electrically connected to the driving module
110, and is configured to provide the reference voltage Vr.

The first terminal (e.g. emitter terminal) of the third
transistor Q3 is electrically connected to the control terminal
(e.g. base terminal) of the second transistor Q2, and the
second terminal (e.g. collector terminal) of the third tran-
sistor Q3 is electrically connected to the ground terminal.
The control terminal (e.g. base terminal) of the third tran-
sistor Q3 is configured to receive the control voltage Vd.

According to the received control voltage Vd, the third
transistor Q3, with the cooperation of the resistor R6,
determines the electric level at the control terminal (e.g. base
terminal) of the second transistor Q2, so as to adjust the
operating state of the second transistor Q2. According to its
operating state and with the cooperation of the resistor R61,
the second transistor QQ2, at the second terminal of the
second transistor Q2, outputs the corresponding reference
voltage Vr to the driving module 110.

Accordingly, with the cooperation of the above-men-
tioned circuit elements, the control voltage receiving module
115 may transform the control voltage Vd into a controllable
current signal, and output the corresponding reference volt-
age Vr to the driving module 110 according to the control
voltage Vd. Through the above-mentioned circuit structure,
the driving module 110 adjusts the driving current la accord-
ing to reference voltage Vr and by way of voltage negative
feedback, so as to control the brightness of the lighting
module 150, thereby achieving the linear dimming function.

Please refer to FIG. 2. FIG. 2 is a schematic diagram of
a dimming circuit 1005 according to another embodiment of
the present disclosure. The present embodiment discloses
another possible realization of the feedback circuit 104 and
the load circuit 106. In the present embodiment, the feed-
back circuit 104 includes a resistor R1, a resistor R2, and a
diode unit 108. Structurally, the first terminal of the resistor
R1 is electrically connected to the second terminal of the
driving transistor QD, and the second terminal of the resistor
R1 is electrically connected to the control terminal of the
first transistor Q1. The first terminal of the resistor R2 is
electrically connected to the second terminal of the resistor
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R1. The first terminal of the diode unit 108 is electrically
connected to the first terminal of the resistor R1, and the
second terminal of the diode unit 108 is electrically con-
nected to the second terminal of the resistor R2.

It is noted that the diode unit 108 may be realized in
several different ways. As shown in FIG. 2, in some embodi-
ments, the diode unit 108 may include a plurality of diodes
D1, D11 connected in series, but the present disclosure is not
limited thereto. In other embodiment, as shown in FIG. 1,
the diode unit 108 may be realized by a single diode D1.

Similar to the embodiment shown in FIG. 1, in the present
embodiment, the feedback circuit 104 is electrically con-
nected between the driving transistor QD and the first
transistor Q1, and controls the control terminal voltage (i.e.,
base terminal voltage) of the first transistor Q1 according to
the driving current la flowing into the feedback circuit 104
and with the cooperation of resistors R1, R2, thereby deter-
mining the operating state of the first transistor Q1. Through
the operation of the feedback circuit 104, the feedback
voltage Vg may thus follow the reference voltage Vr, and in
turn adjust the driving current Ia, so as to control the
brightness of the lighting module 150. The specific details of
the operation are disclosed in the above paragraphs and thus
are not repeated here.

Further, in the present embodiment, the load circuit 106
includes a resistor R3 and a resistor R31. The first terminal
of the resistor R3 is electrically connected to the second
terminal of the resistor R2; the second terminal of the
resistor R3 is electrically connected to the ground terminal;
the first terminal of the resistor R31 is electrically connected
to the cathode of the diode D11; and the second terminal of
the resistor R31 is electrically connected to the ground
terminal. Further, the resistor R31 and the resistor R3 are
electrically connected in parallel.

It is noted that the load circuit 106 may be designed in
accordance with the actual needs. For example, the load
circuit 106 may be realized by a single resistor, or may be
realized by a plurality of resistors connected in series or in
parallel. Persons having ordinary skills in the art may make
any modification or adjustment without departing from the
spirit and scope of the present disclosure. The circuit struc-
ture shown in FIG. 2 is just an example, and the present
disclosure is not limited thereto.

Please refer to FIG. 3. FIG. 3 is a schematic diagram of
a dimming circuit 100¢ according to another embodiment of
the present disclosure.

In the present embodiment, the control voltage receiving
module 115 further includes a slope control circuit 210. The
slope control circuit 210 is configured to control the third
transistor Q3, i.e. to adjust the electric level at the control
terminal of the third transistor Q3, thereby controlling the
slope of the characteristic curve of driving current Ia versus
control voltage Vd.

For example, the slope control circuit 210 includes a
voltage divider circuit, which is configured to adjust the
control terminal electric level of third transistor Q3. As
shown in FIG. 3, the voltage divider circuit includes a
resistor R7 and a resistor R8. The first terminal of the resistor
R7 is configured to receive the control voltage Vd, and the
second terminal of the resistor R7 is electrically connected
to the control terminal of the third transistor Q3. The first
terminal of the resistor R8 is electrically connected to the
second terminal of the resistor R7, the second terminal of the
resistor R8 is electrically connected to the ground terminal.

As compared to the embodiment shown in FIG. 2, in the
present embodiment, the control terminal electric level of
the third transistor Q3 is controlled by the control voltage Vd
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through voltage divider of resistors R7 and R8. As a result,
by properly changing the ratio between the resistances of the
resistors R7 and R8, the ratio of the control voltage Vd to the
control terminal electric level of the third transistor Q3 may
be adjusted, and in turn the relationship between the control
voltage Vd and the driving current Ia may be adjusted,
causing change in brightness of the LED in the lighting
module 150.

In other words, in the present embodiment, the control
voltage receiving module 115, through the slope control
circuit 210 realized by the voltage divider circuit, controls
the slope of the characteristic curve of driving current Ia
versus control voltage Vd. Because of the slope control
circuit 210, the dimming circuit 100¢ may dim the lighting
module 150 with more flexibility, allowing the brightness of
the lighting module 150 to be more subtly changed.

Please refer to FIG. 4. FIG. 4 is a schematic diagram of
a dimming circuit 1004 according to another embodiment of
the present disclosure.

In the present embodiment, the voltage adjusting module
130 includes a resistor R9, a second voltage regulation unit
ZD2 and a fourth transistor Q4. The first terminal of the
resistor R9 is configured to receive the dimming rectified
voltage Vc, and the first terminal of the second voltage
regulation unit ZD2 is electrically connected to the second
terminal of the resistor R9. In some embodiments, the
voltage adjusting module 130 further includes a resistor R91
connected in parallel with the resistor R9.

The first terminal of the fourth transistor Q4 is electrically
connected to the first terminal of the second voltage regu-
lation unit ZD2 and the second terminal of the resistor R9.
The control terminal of the fourth transistor Q4 is configured
to receive a switching voltage Vs. The second terminal of the
fourth transistor Q4 is electrically connected to the control
voltage receiving module 115 and the driving module 110,
and is configured to provide the dimming rectified voltage
Vb.

When the switching voltage Vs is smaller than the thresh-
old voltage of the fourth transistor Q4, the fourth transistor
Q4 is switched off, and the operation of the control voltage
receiving module 115 and the driving module 110 is termi-
nated to ensure that the driving current Ia will not flow
through the lighting module 150. On the other hand, when
the switching voltage Vs is greater than the threshold voltage
of the fourth transistor Q4, the fourth transistor Q4 is turned
on and outputs the dimming rectified voltage Vb to the
control voltage receiving module 115 and the driving mod-
ule 110.

Specifically, as shown in FIG. 4, the second voltage
regulation unit ZD2 may be realized by a Zener Diode. The
reverse breakdown voltage of the Zener diode poses a limit
on the value of the dimming rectified voltage Vb, and in
turn, limits the value of the control terminal voltage of the
driving transistor QD, preventing the control terminal volt-
age of the driving transistor QD from exceeding the safe
limit. As a result, the voltage adjusting module 130 outputs
the dimming rectified voltage Vb according to the dimming
rectified voltage Ve and the switching voltage Vs.

Please refer to FIG. 5. FIG. 5 is a schematic diagram of
a dimming circuit 100e according to another embodiment of
the present disclosure. In the present embodiment, the
control voltage receiving module 115 further includes a
voltage clamping circuit 410. The voltage clamping circuit
410 is electrically connected to the slope control circuit 210,
and is configured to output a clamping voltage Ve to the
slope control circuit 210 according to the control voltage Vd,
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so that the slope control circuit 210 controls the control
terminal electric level of the third transistor Q3 according to
the clamping voltage Ve.

Specifically, in the present embodiment, the voltage
clamping circuit 410 includes a first voltage regulation unit
ZD1, a fitth transistor Q5 and a resistor R10. The fifth
transistor Q5 may be realized by a bipolar junction transistor
(BJT), but the present disclosure is not limited thereto.
Persons having ordinary skills in the art may freely choose
among a MOSFET, a BJT, or an insulated gate bipolar
transistor (IGBT), a high electron mobility transistor
(HEMT), a heterojunction bipolar transistor (HBT), or other
proper semiconductor devices, all of which are possible
embodiments of the present disclosure. The first voltage
regulation unit ZD1 may be realized by a Zener diode. The
reverse breakdown voltage of the Zener diode is provided as
the clamping voltage Ve. The first terminal (e.g. emitter
terminal) of the fifth transistor Q5 is electrically connected
to the first terminal (e.g. negative terminal) of the first
voltage regulation unit ZD1, and the control terminal (e.g.
base terminal) of the fifth transistor Q5 is configured to
receive the control voltage Vd. The first terminal of the
resistor R10 is electrically connected to the second terminal
of the resistor R9 in the voltage adjusting module 130, and
the second terminal of the resistor R10 is electrically con-
nected to the first terminal (e.g. negative terminal) of the first
voltage regulation unit ZD1.

The voltage clamping circuit 410 may determine the
threshold voltage of the dimming circuit 100e by properly
selecting the reverse breakdown voltage of the first voltage
regulation unit ZD1, so that when the control voltage Vd is
smaller than the threshold voltage, the brightness of the
lighting module 150 is kept unchanged.

In the present embodiment, the voltage adjusting module
130 further includes a diode D2. The diode D2 is electrically
connected between the resistor R9 and the second voltage
regulation unit ZD2. Further, the voltage adjusting module
130 may be designed in accordance with the actual needs.
For example, as shown in FIG. 5, the voltage adjusting
module 130 may be a plurality of diodes D2, D21 connected
in series between the resistor R9 and the second voltage
regulation unit ZD2. It is noted that any person having
ordinary skills in the art may make any modification or
adjustment without departing from the spirit and scope of
the present disclosure. The circuit structure shown in FIG. §
is just an example, and the present disclosure is not limited
thereto.

As a result, when the control voltage Vd is increased, the
diodes D2, D21 may provide a voltage drop, so that the
dimming rectified voltage Vb is limited under the safe limit
of the driving transistor QD. In other words, with the help of
the voltage drop provided by the diodes D2, D21, the
maximum operational value of the control voltage Vd may
be increased, thereby creating a wider operation range for
the control voltage Vd and improving the dimming ability of
the dimming circuit 100e.

The present disclosure, as applied in the above-mentioned
embodiments, determines the operating state of the first
transistor by the feedback circuit and according to the
driving current, thereby achieving the linear dimming for a
light emitting diode. The technical solutions of the disclo-
sure, as compared to the prior art, have obvious advantages
and achieve beneficial effects. By the above-mentioned
technical solutions, significant technical progress may be
achieved, which may be extensively used industrially.

Further, in some embodiments, with the cooperation of
functional block circuits such as the voltage regulator mod-
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ule, the voltage clamping circuit, the slope control circuit,
and the load circuit, the dimming properties of the dimming
circuit may be correspondingly controlled. For example, the
threshold voltage, the degree of change of the dimming, and
current limit may be determined, so as to change the
brightness of the lighting module with more flexibility to
fulfill the actual need.

Although the present disclosure has been described in
considerable detail with reference to certain embodiments

5

thereof, other embodiments are possible. Therefore, the 10

spirit and scope of the appended claims should not be limited
to the description of the embodiments contained herein. It
will be apparent to those skilled in the art that various
modifications and variations may be made to the structure of
the present disclosure without departing from the scope or
spirit of the disclosure. In view of the foregoing, it is
intended that the present disclosure cover modifications and
variations of this disclosure provided they fall within the
scope of the following claims and their equivalents.

What is claimed is:

1. A dimming circuit, comprising:

a control voltage receiving module configured to output a
reference voltage according to a control voltage; and

a driving module electrically connected to the control
voltage receiving module, the driving module compris-
ing:

a driving transistor configured to provide a driving
current to drive a lighting module;

a first transistor configured to control the driving tran-
sistor with feedback according to the reference volt-
age; and

a feedback circuit electrically connected between the
driving transistor and the first transistor, the feedback
circuit being configured to determine an operating
state of the first transistor according to the driving
current.

2. The dimming circuit of claim 1, wherein a first terminal
of the driving transistor is electrically connected to the
lighting module, and a second terminal of the driving
transistor is electrically connected to the feedback circuit;

a first terminal of the first transistor is electrically con-
nected to a control terminal of the driving transistor, a
second terminal of the first transistor is electrically
connected to the control voltage receiving module, and
a control terminal of the first transistor is electrically
connected to the feedback circuit;

the feedback circuit controls an electric level at the
control terminal of the first transistor according to the
driving current, so as to determine the operating state of
the first transistor.

3. The dimming circuit of claim 1, wherein the feedback

circuit comprises:

a first diode unit, wherein a first terminal of the first diode
unit is electrically connected to the driving transistor.

4. The dimming circuit of claim 3, wherein the feedback
circuit further comprises:

a first resistor, wherein a first terminal of the first resistor
is electrically connected to a second terminal of the
driving transistor, and a second terminal of the first
resistor is electrically connected to a control terminal of
the first transistor; and

a second resistor, wherein a first terminal of the second
resistor is electrically connected to the second terminal
of the first resistor;

wherein the first terminal of the first diode unit is elec-
trically connected to the first terminal of the first
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resistor, and a second terminal of the first diode unit is
electrically connected to a second terminal of the
second resistor.

5. The dimming circuit of claim 4, wherein the driving
module further comprises:

a load circuit electrically connected to the feedback
circuit, the load circuit being configured to determine a
minimum value of the driving current.

6. The dimming circuit of claim 5, wherein the load circuit

comprises:

a third resistor, wherein a first terminal of the third resistor
is electrically connected to the second terminal of the
second resistor, and a second terminal of the third
resistor is electrically connected to a ground terminal.

7. The dimming circuit of claim 6, wherein the driving
module further comprises:

a fourth resistor, wherein a first terminal of the fourth
resistor is electrically connected to the second terminal
of the first transistor, and a second terminal of the
fourth resistor is electrically connected to the ground
terminal; and

a fifth resistor, wherein a second terminal of the fifth
resistor is electrically connected to a control terminal of
the driving transistor.

8. The dimming circuit of claim 1, wherein the control

voltage receiving module comprises:

a second transistor configured to provide the reference
voltage; and

a third transistor configured to determine an electric level
at a control terminal of the second transistor, wherein a
first terminal of the third transistor is electrically con-
nected to a control terminal of the second transistor, and
a second terminal of the third transistor is electrically
connected to a ground terminal.

9. The dimming circuit of claim 8, wherein the control

voltage receiving module further comprises:

a sixth resistor, wherein a second terminal of the sixth
resistor is electrically connected to the first terminal of
the third transistor.

10. The dimming circuit of claim 8, wherein a control
terminal of the third transistor is configured to receive the
control voltage, and a second terminal of the second tran-
sistor is configured to provide the reference voltage.

11. The dimming circuit of claim 8, wherein the control
voltage receiving module further comprises:

a slope control circuit configured to control the third
transistor, so as to adjust a slope of a characteristic
curve of the driving current versus the control voltage.

12. The dimming circuit of claim 11, wherein the slope
control circuit comprises a voltage divider circuit configured
to control an electric level at a control terminal of the third
transistor.

13. The dimming circuit of claim 12, wherein the voltage
divider circuit comprises:

a seventh resistor, wherein a first terminal of the seventh

resistor is configured to receive the control voltage, and
a second terminal of the seventh resistor is electrically
connected to a control terminal of the third transistor;
and

an eighth resistor, wherein a first terminal of the eighth
resistor is electrically connected to the second terminal
of the seventh resistor, and a second terminal of the
eighth resistor is electrically connected to the ground
terminal.

14. The dimming circuit of claim 12, wherein the control

voltage receiving module further comprises:
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a voltage clamping circuit electrically connected to the a ninth resistor, wherein a first terminal of the ninth
voltage divider circuit, the voltage clamping circuit resistor is configured to receive the first dimming
being configured to output a clamping voltage to the rectified voltage; and. ) ) )
voltage divider circuit according to the control voltage a second voltage regulation unit, wherein a first terminal

of the second voltage regulation unit is electrically
connected to a second terminal of the ninth resistor.

19. The dimming circuit of claim 18, wherein the voltage

adjusting module is further configured to output the second

dimming rectified voltage according to the first dimming

such that the voltage divider circuit controls the electric 5
level at the control terminal of the third transistor
according to the clamping voltage.

15. The dimming circuit of claim 14, wherein the voltage

clamping circuit comprises: 10 rectified voltage and a transistor voltage, and the voltage
a first voltage regulation unit configured to provide the adjusting module further comprises:

clamping voltage; and a fourth transistor, wherein a first terminal of the fourth

a fifth transistor, wherein a first terminal of the fifth transistor is electrically connected to the first terminal

transistor is electrically connected to a first terminal of of the second voltage regulation unit and the second

the first Voltage regulation unjt, and a control terminal 5 terminal of the ninth resistor, a control terminal of the

of the fifth transistor is configured to receive the control fourth transistor is configured to receive the transistor

voltage. voltage, and a second terminal of the fourth transistor

16. The dimming circuit of claim 15, wherein the voltage is electrically connected to the control voltage receiv-

ing module and the driving module.
20. The dimming circuit of claim 18, wherein the voltage
adjusting module further comprises a second diode, the
second diode being electrically connected between the ninth
resistor and the second voltage regulation unit.
21. The dimming circuit of claim 17, further comprises:
a dimmer configured to receive an AC voltage and output
a dimming signal; and

a rectifying module electrically connected to the dimmer
and the voltage adjusting module and configured to
output the first dimming rectified voltage according to
the dimming signal.

clamping circuit comprises:

a tenth resistor, wherein a second terminal of the tenth
resistor is electrically connected to the first terminal of
the first voltage regulation unit.

17. The dimming circuit of claim 1, further comprises:

a voltage adjusting module electrically connected to the
control voltage receiving module and the driving mod- 35
ule, the voltage adjusting module being configured to
output a second dimming rectified voltage to the con-
trol voltage receiving module and the driving module
according to a first dimming rectified voltage.

18. The dimming circuit of claim 17, wherein the voltage

adjusting module comprises: L



